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Y pipe Assembly
Muffler
Tailpipes

1. Begin by placing the vehicle on a lift or four jack stands at maximum height to aid in an easier installation. 
To help ease the installation, pre-fit all the components into a complete system on your garage floor, using the 
diagram provided.

2. First, remove the existing exhaust system from the headers or exhaust manifolds back. You can also remove 
any hanger mounted to the frame as your new kit includes factory reproduction hangers.

33. Now install your new components. You will be starting from the back of the car and working your way forward. 
Begin by installing the new tailpipes. Your new tailpipes will not require trimming unless installing tips. 

GN sGN style: Temporarily hang the tailpipes over the rear axle. Place the rubber tailpipe grommets onto the "L" 
shaped hangers, slide the bolt through the hole and thread them into the frame rails. If factory holes are not pres-
ent , new ones will need to be drilled. Slide the mufflers onto the tailpipes placing a support under them. You will 
be clamping a hanger to the back of the muffler neck and attaching it to the under body of the car. In some appli-
cations, your factory hangers may be used.

4. You have just slid the mufflers on to the tailpipes. The inlet should be closest to the drive shaft and the outlet 
should be towards the rockers of the car. The clamp attached to the hanger at the backside of the muffler will be 
the only connection clamp used.

5. Next, iinstall the Y-pipe into the factory cat and clamp to the installed mufflers. 

6. Finish the system by making all your final adjustments to position the mufflers and piping. Now tighten all the 
clamps or for the best fit weld all the slip joints . The stain- less steel can be welded with your standard mig 
welder. Start the car and check for leaks.

FIRE IT UP!
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